Introduction
Until recent years conventional, light crude oil has been abundantly available and has easily met world demand for this form of energy. By year 2007, however, demand for crude oil worldwide has substantially increased, straining the supply of conventional oil. This has led to consideration of alternative or insufficiently utilized energy sources, among which heavy crude oil and natural bitumen are perhaps the most readily available to supplement short-and long-term needs. Heavy oil has long been exploited as a source of refinery feedstock, but has commanded lower prices because of its lower quality relative to conventional oil. Natural bitumen is a very viscous crude oil that may be immobile in the reservoir. It typically requires upgrading to refinery feedstock grade (quality).
When natural bitumen is mobile in the reservoir, it is generally known as extra-heavy oil. As natural asphalt, bitumen has been exploited since antiquity as a source of road paving, caulk, and mortar and is still used for these purposes in some parts of the world. The direct use of mined asphalt for road paving is now almost entirely local, having been replaced by manufactured asphalt, which can be tailored to specific requirements.
This study shows the geological distribution of known heavy oil and natural bitumen volumes by basin type. These data are presented to advance a clearer understanding of the relationship between the occurrence of heavy oil and natural bitumen and the type of geological environment in which these commodities are found. The resource data presented were compiled from a variety of sources. The data should not be considered a survey of timely resource information such as data published annually by government agencies and public reporting services. With the exception of Canada, no such data source on heavy oil and natural bitumen accumulations is available. The amounts of heavy oil yet unexploited in known deposits represent a portion of future supply. To these amounts may be added the heavy oil in presently poorly known and entirely unexploited deposits. Available information indicates cumulative production accounts for less than 3 percent of the discovered heavy oil originally in place and less than 0.4 percent of the natural bitumen originally in place.
Terms Defined for this Report
Conventional (light) Oil: Oil with API gravity greater than 25°.
Medium Oil: Oil with API gravity greater than 20°API but less than or equal to 25°API.
Heavy Oil: Oil with API gravity between 10°API and 20°API inclusive and a viscosity greater than 100 cP.
Natural Bitumen: Oil whose API gravity is less than 10° and whose viscosity is commonly greater than 10,000 cP. It is not possible to define natural bitumen on the basis of viscosity alone because much of it, defined on the basis of gravity, is less viscous than 10,000 cP. In addition, viscosity is highly temperature- fig. 1 ), so that it must be known whether it is measured in the reservoir or in the stock tank. In dealing with Russian resources the term natural bitumen is taken to include both maltha and asphalt but excludes asphaltite.
Total Original Oil in Place (TOOIP): Both discovered and prospective additional oil originally in place.
Original Oil in Place-Discovered (OOIP-Disc.): Discovered original oil in place.
Reserves (R): Those amounts of oil commonly reported as reserves or probable reserves, generally with no further distinction, and quantities of petroleum that are anticipated to be technically but not necessarily commercially recoverable from known accumulations. Only in Canada are reserves reported separately as recoverable by primary or enhanced methods. Russian reserve classes A, B, and C1 are included here (See Grace, Caldwell, and Hether,1993 , for an explanation of Russian definitions.)
Prospective Additional Oil in Place: The amount of resource in an unmeasured section or portion of a known deposit believed to be present as a result of inference from geological and often geophysical study.
Original Reserves (OR): Reserves plus cumulative production. This category includes oil that is frequently reported as estimated ultimately recoverable, particularly in the case of new discoveries.
Chemical and Physical Properties
Fundamental differences exist between natural bitumen, heavy oil, medium oil, and conventional (light) oil, according to the volatilities of the constituent hydrocarbon fractions: paraffinic, naphthenic, and aromatic. When the light fractions are lost through natural processes after evolution from organic source materials, the oil becomes heavy, with a high proportion of asphaltic molecules, and with substitution in the carbon network of heteroatoms such as nitrogen, sulfur, and oxygen. Therefore, heavy oil, regardless of source, always contains the heavy fractions, the asphaltics, which consist of resins, asphaltenes, and preasphaltenes (the carbene-carboids) (Yen, 1984) . No known heavy oil fails to incorporate asphaltenes. The large asphaltic molecules define the increase or decrease in the density and viscosity of the oil. Removal or reduction of asphaltene or preasphaltene drastically affects the rheological properties of a given oil and its aromaticity (Yen, 1984) . Asphaltenes are defined formally as the crude oil fraction that precipitates upon addition of an n-alkane, usually n-pentane or n-heptane, but remains soluble in toluene or benzene. In the crude oil classification scheme of Tissot and Welte (1978) , the aromatic-asphaltics and aromatic-naphthenics character-
ize the heavy oil and natural bitumen deposits of Canada and Venezuela and are the most important of all crude oil classes with respect to quantity of resources. The aromatic-intermediate class characterizes the deposits of the Middle East (Yen, 1984) .
Some of the average chemical and physical properties of conventional, medium, and heavy crude oils and natural bitumen are given in table 1, in order to show their distinguishing characteristics. The data are derived from multiple sources, some old and others adhering to standards employed in different countries. The conversion factors outlined in table 2 were used to convert published data to a uniform standard. Some of the properties in table 1 are important with respect to heavy oil and natural recovery from the ground and other properties in table 1 serve as the basis for decisions for upgrading and refinery technologies. Moving across table 1 from conventional oil to natural bitumen, increases may be seen in density (shown as reductions in API gravity), coke, asphalt, asphaltenes, asphaltenes + resins, residuum yield (percent volume), pour point, dynamic viscosity, and the content of copper, iron, nickel, vanadium among the metals and in nitrogen and sulfur among the non-metals. Values diminish for reservoir depth, gasoline and gas-oil yields, and volatile organic compounds (VOC and BTEX -Benzene, Toluene, Ethylbenzene, and Response of viscosity to change in temperature for some Alberta oils (cP, centipoise), (Raicar and Proctor, 1984) .
Xylenes). The significance of these differences is often reflected in the capital and operating expenses required for the recovery, transportation, product processing, and environmental mitigation of the four oil types. The principal sources of analytical data for The resins and asphaltenes play an important role in the accumulation, recovery, processing, and utilization of petroleum. The resins and asphaltenes are the final form of naphtheno-aromatic molecules. The carbon skeleton appears to comprise three to five polyaromatic sheets, with some heterocyclic (N-S-O) compounds. These crystallites may combine to form high molecular weight aggregates, with the high viscosity of heavy oils related to the size and abundance of the aggregates. Most asphaltenes are generated from kerogen evolution in response to depth and temperature increases in sedimentary basins. Different types of asphaltenes may be derived from the main kerogen types. Asphaltenes are not preferentially mobilized, as are light hydrocarbons during migration from source rocks to reservoir beds, where they are less abundant if the crude oil is not degraded (Tissot, 1981) .
Some heavy oil and natural bitumen originates with chemical and physical attributes shown in table 1 as immature oil which has undergone little if any secondary migration. The greatest amount of heavy oil and natural bitumen results from the bacterial degradation under aerobic conditions of originally light crude oils at depths of about 5,000 feet or less and temperatures below 176°F. The consequence of biodegradation is the loss of most of the low molecular weight volatile paraffins and naphthenes, resulting in a crude oil that is very dense, highly viscous, black or dark brown, and asphaltic. An active water supply is required to carry the bacteria, inorganic nutrients, and oxygen to the oil reservoir, and to remove toxic by-products, such as hydrogen sulfide, with low molecular weight hydrocarbons providing the food (Barker, 1979) . The low molecular weight components also may be lost through water washing in the reservoir, thermal fractionation, and evaporation when the reservoir is breached at the earth's surface (Barker, 1979) . The importance of this process to the exploitation of heavy oil and natural bitumen lies in the increase of NSO (nitrogen-sulfur-oxygen) compounds in bacterially-altered crude oil and the increase in asphaltenes (Kallio, 1984) .
Bacterial degradation of crude oil may also take place under anaerobic conditions, thus obviating the need for a fresh water supply at shallow depths (Head, Jones, and Larter, 2003; Larter and others, 2006) . This proposal envisions degradation even of light oils at great depths so long as the maximum limiting temperature for bacterial survival is not exceeded. This theory does not account in any obvious way for the high percentage in heavy oil and natural bitumen of polar asphaltics, that is, the resins and asphaltenes.
Oil mass loss entailed in the formation of heavy oil and natural bitumen deposits has been the subject of numerous research studies. Beskrovnyi and others (1975) concluded that three to four times more petroleum was required than the reserves of a natural bitumen for a given deposit. Based upon material balance calculations in the Dead Sea basin, Tannenbaum, Starinsky, and Aizenshtat (1987) found indications that 75% of the original oil constituents in the C15+ range had been removed as a result of alteration processes. By accounting for the lower carbon numbers as well, they estimated that the surface asphalts represented residues of only 10-20% of the original oils. Head, Jones, and Larter (2003) diagram mass loss increasing from essentially zero for conventional oil to something more than 50% for heavy oils, which of themselves are subject to no more than 20% loss. Accompanying the mass loss is a decrease in API gravity from 36° to 5-20°; decrease in gas/oil ratio from 0.17 kg gas/kg oil; decrease in gas liquids from 20% to 2%; increase in sulfur from 0.3wt% to 1.5+wt%; and decrease in C15+ saturates from 75% to 35%. This calculation of mass loss shows: (1) the enormous amount of oil initially generated in heavy oil and natural bitumen basins, especially Western Canada Sedimentary and Eastern Venezuela basins; and (2) the huge economic burden imposed by this mass loss on the production-transportation-processing train of the remaining heavy oil and natural bitumen.
Origins of Heavy Oil and Natural Bitumen
It is possible to form heavy oil and natural bitumen by several processes. First, the oil may be expelled from its source rock as immature oil. There is general agreement that immature oils account for a small percentage of the heavy oil (Larter and others, 2006) . Most heavy oil and natural bitumen is thought to be expelled from source rocks as light or medium oil and subsequently migrated to a trap. If the trap is later elevated into an oxidizing zone, several processes can convert the oil to heavy oil. These processes include water washing, bacterial degradation and evaporation. In this case, the biodegradation is aerobic. A third proposal is that biodegradation can also occur at depth in subsurface reservoirs (Head, Jones, and Larter, 2003; Larter and others, 2003; Larter and others, 2006) . This explanation permits biodegradation to occur in any reservoir that has a water leg and has not been heated to more than 176° F. The controls on the biodegradation depend on local factors rather than basin-wide factors. Because the purpose of this report is to describe the geologic basin setting of the known heavy oil and natural bitumen deposits, it is beyond the scope of this report to argue the source or genesis of heavy oil and natural bitumen for each basin of the world.
Data Sources
Data for heavy oil resource occurrences and quantities for individual oilfields and reservoirs have been compiled from many published reports and commercial data bases. The most important of these include Demaison (1977) , IHS Energy Group (2004 ), NRG Associates (1997 ), Parsons (1973 , Roadifer (1987 ), Rühl (1982 , and the U.S. Department of Energy, National Energy Technology Laboratory (1983, 2005) Data for natural bitumen deposits in the United States are summarized in U.S Department of Energy, National Energy Technology Laboratory (1991), but information for Utah is taken from Oblad and others (1987) and Ritzma (1979 
Resource Estimates
We consider the total original oil in place (OOIP) to be the most useful parameter for describing the location and volume of heavy oil and natural bitumen resources. Resource quantities reported here are based upon a detailed review of the literature in conjunction with available databases, and are intended to suggest, rather than define the resource volumes that could someday be of commercial interest. If only a recoverable volume of heavy oil for the accumulation was published, the discovered OOIP was computed according to the protocol set forth in table 3.
Natural bitumen originally in place is often reported in the literature. Where only a recoverable estimate is published, the in-place volumes were calculated according to the protocols given for heavy oil; this is especially the case for bitumen deposits above 4°API gravity, to which we arbitrarily refer as extra-heavy oil.
Poorly known deposits of heavy oil and natural bitumen are included in the category of prospective additional resources, as described in table 3. In no case are values for prospective additional resource volumes calculated as in the case of discovered resources but were taken directly from the published literature. Table 4 summarizes the resources and essential physical parameters of the heavy oil and natural bitumen contained in each of the basin types. These characteristics affect heavy oil and natural bitumen occurrence and recovery. Recovery can be primary, as in the case of cold production without gravel packing, if the gas to oil ratio is high enough to provide necessary reservoir energy. Otherwise, recovery generally necessitates the application of enhanced recovery methods, such as thermal energy or the injection of solvents.
Recovery Methods
How the reservoir parameters apply to enhanced recovery is summarized from Taber, Martin, and Seright (1997a, 1997b) in table 5, which covers the most commonly used, or at least attempted enhanced oil recovery (EOR) methods. Of these methods, immiscible gas injection, polymer flooding, and in situ combustion (fireflood) have met with limited success for heavy oil and natural bitumen. Steam injection (cyclic steam, huff 'n puff) has been most successful, frequently by use of cyclic steam, followed by steam flooding. Surface mining and cold in situ production are usually considered to be primary recovery methods. They can be suited to the extraction of heavy oil and natural bitumen under proper conditions. Most of the process descriptions which follow are taken from Taber, Martin, and Seright (1997b) . Many processes may result in the process agent, such as nitrogen or carbon dioxide, remaining immiscible with the reservoir hydrocarbon or else becoming miscible with it. The miscibility is dependent upon the minimum miscibility pressure (MMP) and determines the way in which the process agent achieves EOR. While this summary discussion shows the breadth of the EOR processes operators have tried and continue to try as experimental projects, thermal EOR methods account for most of the heavy oil that is commercially produced. Data on the frequency of the applications are taken, unless otherwise cited, from the Oil and Gas Journal Historical Review, 1980 Review, -2006 Review, (2006 , particularly the Oil and Gas Journal 2000 and 2006 EOR Surveys.
Nitrogen gas drive is low in cost and therefore may be used in large amounts. It is commonly used with light oils for miscible recovery. However, it may also be used for an immiscible gas flood. The Oil and Gas Journal 2000 Survey includes one immiscible nitrogen gas drive in a sandstone reservoir with 16˚API oil at 4,600 feet depth. It was reported to be producing 1,000 barrels per day (b/d) of enhanced production. The Journal's 2006 Survey reports one each heavy oil nitrogen miscible and nitrogen immiscible projects. The miscible project is 19˚API, located in the Bay of Campeche, with 19 wells, but with no report of production capacity. The immiscible project has oil of 16˚API at 4,600 feet in sandstone. For this project total production is reported to be 1,500 b/d of which 1,000 b/d is enhanced by immiscible nitrogen injection.
Of Polymer/chemical flooding includes micellar/polymer, alkaline-surfactant-polymer (ASP), and alkaline fluids (Taber, Martin, and Seright, 1997a, 1997b) . Recovery is complex, leading to the lowering of interfacial tension between oil and water, solubilization of oil in some micellar systems, emulsification of oil and water, wettability alteration, and enhancement of mobility. Limitations and costs indicate for these floods the desirability of clean clastic formations. The Journal 2000 Survey shows five heavy oil polymer/chemical floods of 15°API in sandstone reservoirs at about 4,000 feet. They were producing about 366 b/d and the projects were deemed successful or promising. Projects such as these are below the desirable gravity limits and are more viscous than desired at 45 cP.
Polymer floods improve recovery over untreated water flood by increasing the viscosity of the water, decreasing thus the mobility of the water, and contacting a larger volume of the reservoir. In situ combustion (fire flood) is theoretically simple, setting the reservoir oil on fire and sustaining the burn by the injection of air. Usually, the air is introduced through an injector well and the combustion front moves toward to the production wells. A variant is to include a water flood with the fire, the result being forward combustion with a water flood. Another variant is to begin a fire flood, then convert the initial well to a producer and inject air from adjacent wells. The problem with this reverse combustion is that it doesn't appear to work.
In situ combustion leads to oil recovery by the introduction of heat from the burning front, which leads to reduction in viscosity. Further, the products of steam distillation and thermal cracking of the reservoir oil are carried forward to upgrade the remaining oil. An advantage of the process is that the coke formed by the heat itself burns to supply heat. Lastly, the injected air adds to the reservoir pressure. The burning of the coke sustains the process so that the process would not work with light oil deficient in asphaltic components. The process entails a number of problems, some severe, but the Journal 2000 Survey shows 14 combustion projects, of which five are light oil and the remaining nine are heavy, between 13.5°API and 19°API. Viscosities and starting oil saturations are relatively high. It is notable that the heavy oil projects are in sandstones and the light oil in carbonates. The heavy oil in situ combustion projects were producing about 7,000 b/d. The Journal 2006 Survey includes nine heavy oil combustion projects among a total of twenty-one. The heavy oil projects yield about 7,000 b/d of combustion-enhanced oil, which ranges from 13.5˚API to 19˚API.
Steam injection for EOR recovery is done in two ways, either by cyclic steam injection (huff 'n puff) or continuous steam flood. Projects are frequently begun as cyclic steam, whereby a high quality steam is injected and soaks the reservoir for a period, and the oil, with lowered viscosity from the heat, is then produced through the injection well. Such soak cycles may be repeated up to six times, following which a steam flood is initiated. In general, steam projects are best suited to clastic reservoirs at depths no greater than about 4,000 feet, and with reservoir thicknesses greater than 20 feet and oil saturations above 40% of pore volume. For reservoirs of greater depth the steam is lowered in quality through heat loss to the well bore to where the project becomes a hot water flood. Steam is seldom applied to carbonate reservoirs in large part due to heat loss in fractures.
The Journal 2000 Survey lists 172 steam drive projects. Of these, four in Canada give no gravity reading, thirteen are medium oil from 22°API to 25°API, and the rest are heavy oil. The largest of all is at Duri field in Indonesia and this oil is 22°API. For the project list as a whole, the average gravity is 14°API, with a maximum value of 30°API and a minimum of 4°API. The average viscosity is 37,500 cP, with maximum and minimum values of 5,000,000 cP and 6 cP. Oil saturations range from 35% to 90%, the average being 68%. Most importantly, production from the project areas was 1.4 million b/d and of this, 1.3 million b/d was from steam drive EOR.
All but three of the 120 steam projects found in the Journal 2006 Survey entail recovery of heavy oil. The oil averages 12.9˚API, with a low value of 8˚API and a high of 28˚API (one of the three light oil reservoirs). The viscosity averages 58,000 cP, with a high value of 5 million cP and a low of 2 cP. The projects are yielding over 1.3 million b/d, virtually all being steam EOR.
Maps
The geographic distribution of basins reporting heavy oil and natural bitumen, as identified by their Klemme basin types, appears on Plate 1. A diagram of the Klemme basin classification illustrates the architectural form and the geological basin structure by type. This plate also includes histograms of the total original oil in place resource volumes of both heavy oil and natural bitumen. Plates 2 and 3, respectively, depict the worldwide distribution of heavy oil and natural bitumen resources originally in place. Each map classifies basins by the reported volumes of total original oil in place. A table ranks the basins by total original oil in place volumes besides indicating Klemme basin type and reporting discovered original oil in place and prospective additional oil in place. Plates 2 and 3 also include an inset map of the geographic distribution of original heavy oil or natural bitumen by 10 world regions (see table 6 for regional listing of countries reporting heavy oil or natural bitumen.)
Basin outlines of the sedimentary provinces are digitally reproduced from the AAPG base map compiled by St. John (1996) . The basin outlines of St. John (1996) are unaltered. However, the reader should note that the basin outlines are considered to be generalizations useful for displaying the resource distributions but are less than reliable as a regional mapping tool. Also, some basin names have been changed to names more commonly used by geologists in the local country. These equivalent names and the original names from Bally (1984) and St. John (1996) are detailed in table 1-1 in Appendix 1. The basin outline for Eastern Venezuela as shown does not include the island of Trinidad where both heavy oil and natural bitumen resources occur. For this report, resources from Trinidad and Tobago are reported in the Eastern Venezuela basin totals. In a few cases a single basin as outlined on the plates is composed of multiple basins to provide more meaningful local information. This is particularly true in the United States, where the AAPG-CSD map was employed (Meyer, Wallace, and Wagner, 1991) . In each case, the individual basins retain the same basin type as the basin shown on the map and all such basins are identified in Appendix 1.
Basins having heavy oil or natural bitumen deposits are listed in table 2-1 in Appendix 2 along with the Klemme basin type, countries and U.S. states or Canadian provinces reporting deposits and other names cited in literature. The Klemme basin classification diagram in Plate 1 is reprinted in fig. 3 -1 in Appendix 3 for the reader's convenience. The tables from Plates 2 and 3 are reprinted as table 4-1 and table 4-2 for the reader's convenience.
Klemme Basin Classification
Many classifications of petroleum basins have been prepared. In one of the earliest, Kay (1951) outlined the basic architecture of geosynclines, with suggestions as to their origins. Kay's work preceded the later theory of plate tectonics. Klemme (1977 Klemme ( , 1980a Klemme ( , 1980b Klemme ( , 1983 Klemme ( , 1984 gives a summary description of petroleum basins together with their classification, based upon basin origin and inherent geological characteristics. This classification is simple and readily applicable to the understanding of heavy oil and natural bitumen occurrence. The Klemme basin types assigned to the heavy oil and natural bitumen basins described in this report correspond to the assignments made in St. John, Bally, and Klemme (1984) . In some cases of multiple type designations in St. John, Bally, and Klemme (1984) a unique type designation was resolved by reference to Bally (1984) or Bally and Snelson (1980) . Only a few of the basins originally designated as multiple types in St. John, Bally and Klemme (1984) appear to contain heavy oil and natural bitumen. Table 7 summarizes the criteria upon which Klemme based his classification. The general description of the resource endowment associated to the Klemme basin classification is based upon oilfield (and gasfield) data of the world as of 1980 without regard to the density or other chemical attributes of the hydrocarbons they contain (Klemme, 1984) . At the time of Klemme's work, the average density U.S. refinery crude oil was about 33.7°API (Swain, 1991) . A decline in the average to about 30.6°API by 2003 perhaps signifies the increasing importance of heavy oil in the mix (Swain, 2005) .
Generally, basins may be described as large or small and linear or circular in shape. They may also be described by the ratio of surface area to sedimentary volume. The basement profile or basin cross-section, together with the physical description, permits the interpretation of the fundamental basin architecture. The basin can then be placed within the relevant plate tectonic framework and assigned to one of four basin types, of which two have sub-types. A diagram of the Klemme basin types appears on Plate 1, color-coded to the basins on the map.
In the following section we provide descriptions of the basin types from Klemme (1980b Klemme ( , 1983 Klemme ( , 1984 followed by discussion of the heavy oil and natural bitumen occurrences within those same basin types, summary data for which are given in table 4. Because most heavy oil and natural bitumen deposits have resulted from the alteration of conventional and medium oil, the factors leading to the initial conventional and medium oil accumulations are relevant to the subsequent occurrence of heavy oil and natural bitumen.
Type I. Interior Craton Basins
The sediment load in these basins is somewhat more clastic than carbonate. Reservoir recoveries are low and few of the basins contain giant fields. Traps are generally related to central arches, such as the Cincinnati arch, treated here as a separate province (Plates 1-3), or the arches of the Siberian platform (see below for further explanation). Traps also are found in smaller basins over the craton, such as the Michigan basin. The origin of these depressions is unclear although most of them began during the Precambrian (Klemme, 1980a (Klemme, , 1980b .
The six Type I basins having heavy oil contain less than 3 billion barrels of oil in place and of this 93% occurs in the Illinois basin alone. Four Type I basins that contain natural bitumen have 60 billion barrels of natural bitumen in place, with nearly 99% in the Tunguska basin in eastern Siberia and the rest in the Illinois basin. The Tunguska basin covers most of the Siberian platform, around the borders of which are found cratonic margin basins of Type IIA. For convenience all the resource is assigned to the Tunguska basin. The prospec-tive additional resource of 52 billion barrels is almost certainly an absolute minimum value for this potentially valuable but difficult to access area (Meyer and Freeman, 2006.) 
Type II. Continental Multicyclic Basins
Type IIA. Craton margin (composite)
These basins, formed on continental cratonic margins, are generally linear, asymmetrical in profile, usually beginning as extensional platforms or sags and ending as compressional foredeeps. Therefore they are multicyclic basins featuring a high ratio of sediment volume to surface area. Traps are mainly large arches or block uplifts and may be found in rocks of either the lower (platform) or upper (compression) tectonic cycle. About 14% of conventional oil discovered in the world by 1980 is from marginal cratonic basins (Klemme, 1980a (Klemme, , 1980b .
Type IIA basins are of moderate importance with respect to heavy oil, with about 158 billion barrels of oil in place distributed among 28 basins. Three Type IIA basins, the Western Canada Sedimentary, Putumayo, and Volga-Ural, have combined total heavy oil resource of 123 billion barrels of oil in place, or 78% of the total for Type IIA basins.
In comparison, natural bitumen in 24 Type IIA basins accounts for 2,623 billion barrels of natural bitumen in place, or nearly 48% of the world natural bitumen total. The Western Canada Sedimentary basin accounts for 2,334 billion barrels of natural bitumen in place, or about 89%. Of the Canadian total, 703 billion barrels of natural bitumen in place is prospective additional oil, largely confined to the deeply buried bitumen in the carbonate that underlie the Peace River and part of the Athabasca oil sand deposit in an area known as the Carbonate Triangle. The significance of the Canadian deposits lies in their concentration in a few major deposits: Athabasca, from which the reservoir is exploited at or near the surface and shallow subsurface, and Cold Lake and Peace River, from which the bitumen is extracted from the subsurface. Two other basins contain much less but still significant amounts of natural bitumen, the Volga-Ural basin in Russia (263 billion barrels of natural bitumen in place) and the Uinta basin in the United States (12 billion barrels of natural bitumen in place). The Volga-Ural deposits are numerous, but individually are small and mostly of local interest. The Uinta deposits are much more concentrated aerially, but are found in difficult terrain remote from established transportation and refining facilities.
Type IIB. Craton accreted margin (complex)
These basins are complex continental sags on the accreted margins of cratons. Architecturally, they are similar to Type IIA basins, but begin with rifting rather than sags. About three-quarters of Type IIA and IIB basins have proven productive, and they contain approximately one-fourth of the world's total oil and gas (Klemme, 1980a (Klemme, , 1980b .
The 13 Type IIB basins contain a moderate amount of heavy oil (193 billion barrels of oil in place). The two most significant basins are in Russia, West Siberia and TimanPechora. These, together with most of the other Type IIB heavy oil basins, are of far greater importance for their conventional and medium oil resources.
Five Type IIB basins hold 29 billion barrels of natural bitumen in place. Only the Timan-Pechora basin contains significant natural bitumen deposits, about 22 billion barrels of natural bitumen in place. Unfortunately, this resource is distributed among a large number of generally small deposits.
Type IIC. Crustal collision zone (convergent plate margin)
These basins are found at the crustal collision zone along convergent plate margins, where they are downwarped into small ocean basins. Although they are compressional in final form, as elongate and asymmetrical foredeeps, they begin as sags or platforms early in the tectonic cycle. Type IIC downwarp basins encompass only about 18 percent of world basin area, but contain nearly one-half of the world's total oil and gas. These basins are subdivided into three subtypes, depending on their ultimate deformation or lack thereof: Type IICa, closed; Type IICb, trough; and Type IICc, open (Klemme, 1980a, 1980b) .
Although basins of this type begin as downwarps that opened into small ocean basins (Type IICc), they may become closed (Type IICa) as a result of the collision of continental plates. Upon closing, a large, linear, asymmetric basin with sources from two sides is formed, resembling a Type IIA basin. Further plate movement appears to destroy much of the closed basin, leaving a narrow, sinuous foredeep, that is, a Type IICb trough. Relatively high hydrocarbon endowments in the open and the closed types may be related to above-normal geothermal gradients, which accentuates hydrocarbon maturation and long-distance ramp migration. Traps are mostly anticlinal, either draping over arches or compressional folds, and are commonly related to salt flowage.
Type IICa basins, with their architectural similarity to Type IIA basins, are the most important of the three Type IIC heavy oil basins. The 15 basins account for 1,610 billion barrels of the heavy oil in place, with the Arabian, Eastern Venezuela, and Zagros basins containing 95% of the total. Of particular interest is the Eastern Venezuela basin which includes large accumulations of conventional and medium oil, while at the same time possessing an immense resource of both heavy oil and natural bitumen.
Type IICa basins also are rich in natural bitumen, with a total of 2,507 billion barrels of natural bitumen in place among the six. About 83% of this occurs in Venezuela, mostly in the southern part of the Eastern Venezuelan basin known as the Orinoco Oil Belt. Here the reservoir rocks impinge upon the Guyana craton in much the same fashion as the reservoir rocks of the Western Canada Sedimentary basin lap onto the Canadian shield. The only other significant Type IICa accumulation of natural bitumen is found in the North Caspian basin (421 billion barrels of natural bitumen in place).
Fourteen Type IICb basins contain modest amounts of heavy oil (32 billion barrels of oil in place) and even less of natural bitumen (5 billion barrels of natural bitumen in place in seven basins). Much of this resource is found in the Caltanisetta and Durres basins, on either side of the Adriatic Sea. Durres basin resources are aggregated with the South Adriatic and the province is labeled South Adriatic on the plates. Significant amounts of the Caltanisetta resource occurs offshore.
The amount of heavy oil in the 12 Type IICc basins is substantial (460 billion barrels of oil in place). The Campeche, by far the largest, and Tampico basins in Mexico and the North Slope basin in the United States account for 89% of the heavy oil. The Campeche field, which is actually an assemblage of closely associated fields, is found about 65 miles offshore of the Yucatan Peninsula in the Gulf of Mexico. The North Slope basin, on the north coast of Alaska, occurs in an area of harsh climate and permafrost, which makes heavy oil and natural bitumen recovery by the application of thermal (steam) methods difficult both physically and environmentally. The U.S. fields in the East Texas, Gulf Coast, and Mississippi Salt Dome basins account for only 5% of the heavy oil in basins of this type.
Only a small amount of natural bitumen (24 billion barrels) has been discovered in eight Type IICc basins. Two of these, the North Slope and South Texas Salt Dome basins, are significant for possible future development.
Type III. Continental Rifted Basins
Type IIIA. Craton and accreted zone (rift)
These are small, linear continental basins, irregular in profile, which formed by rifting and simultaneous sagging in the craton and along the accreted continental margin. About two-thirds of them are formed along the trend of older deformation belts and one-third are developed upon Precambrian shields. Rifts are extensional and lead to block movements so that traps are typically combinations. Oil migration was often lateral, over short distances. Rift basins are few, about five percent of the world's basins, but half of them are productive. Because of their high recovery factors, Type IIIA basins accounted for 10% of the world's total recoverable oil and gas in 1980 (Klemme, 1980a (Klemme, , 1980b .
Globally, there are 28 Type IIIA heavy oil basins, containing 222 billion barrels of oil in place The Bohai Gulf basin in China accounts for 63% of the heavy oil, with an additional 11% derived from the Gulf of Suez and 10% from the Northern North Sea. Outside of these, most Type IIIA basins contain just a few deposits. The five basins in Type IIIA have almost 22 billion barrels of natural bitumen in place, but half of that is located in the Northern North Sea basin.
Type IIIB. Rifted convergent margin (oceanic consumption)
Type IIIBa basins are classified as back-arc basins on the convergent cratonic side of volcanic arcs. They are small, linear basins with irregular profiles (Klemme, 1980a (Klemme, , 1980b .
Not unlike Type IIIA basins, the volume of heavy oil found in the Type IIIBa basins is small. Seventeen heavy oil basins contain 49 billion barrels of oil in place and 83% of this amount is in Central Sumatra.
Just 4 billion barrels of natural bitumen in place are identified in the Type IIIA basin called Bone Gulf. Small amounts are also known to occur in the Cook Inlet and Tonga basins.
Type IIIBb basins are associated with rifted, convergent cratonic margins where wrench faulting and subduction have destroyed the island arc. They are small, linear, and irregular in profile.
The 14 Type IIIBb basins containing heavy oil account for only 134 billion barrels of oil in place. These basins are only moderately important on a global scale, but have been very important to the California oil industry. The seven such basins of California -Central Coastal, Channel Islands, Los Angeles, Sacramento, San Joaquin, Santa Maria, and Ventura -equal 129 billion barrels of oil in place or 96%.
There are nine Type IIIBb basins that report natural bitumen deposits. They contain 4 billion barrels of natural bitumen in place, about half of which is in the Santa Maria basin.
Types IIIBa and IIIBb basins comprise about seven percent of world basin area, but only one-quarter of the basins are productive for oil of all types. However, the productive ones, which represent only two percent of world basin area, yield about seven percent of total world's oil and gas (Klemme, 1983) . Some of these productive basins, particularly those located in California, have high reservoir recovery factors.
Type IIIBc basins are small and elongate, irregular in profile, and occupy a median zone either between an oceanic subduction zone and the craton or in the collision zone between two cratonic plates. They result from median zone wrench faulting and consequent rifts. Such basins make up about three and one-half percent of world basin area and contribute two and one-half percent of total world oil and gas.
Type IIIBc basins are important to the occurrence of heavy oil (351 billion barrels of oil in place). Although there are nine basins of this type, 92% of the heavy oil is concentrated in the Maracaibo basin. The Maracaibo basin also yields 95% of the 178 billion barrels of natural bitumen in place in the five basins containing this type of oil. This makes the Maracaibo basin unique: no other basin type is so completely dominated by a single basin.
Summary
Type IIIC. Rifted passive margin (divergence)
These basins, often aptly called pull-apart basins, are extensional, elongate, and asymmetric. Located along major oceanic boundaries of spreading plates, they are divergent and occupy the intermediate zone between thick continental crust and thin oceanic crust. They appear to begin with a rifting stage, making possible the later sedimentary fill from the continent. Type IIIC basins, comprising 18 percent of the world's basin area, are mostly offshore and are often in water as deep as 5,000 feet. For this reason their development has been slow but is accelerating as traditional, easily accessible basins reach full development and world demand for petroleum increases (Klemme, 1980a (Klemme, , 1980b .
Twenty-eight Type IIIC basins yield 158 billion barrels of heavy oil in place, but one, the offshore Campos basin, contains 66% of this heavy oil. These continental margin basins must at some point in their histories have been sufficiently elevated to permit their generated conventional oil to be degraded. It is possible that the heavy oil could be very immature, having undergone only primary migration and later elevation. The geologic history of such basins does not encourage this view. However, the oil could well have been degraded bacterially at depth according to the recently proposed mechanisms suggested by Head, Jones, and Larter (2003) and Larter and others (2006) . In a pull-apart basin the sediments would have accumulated rapidly and at depth, the expressed oil then was subject to degradation. The problem with degradation at depth is the loss of mobility unless it can be demonstrated that the oil was never elevated and, in fact, the Campos basin oil is deep, occurring at an average depth of nearly 8,400 feet.
The bitumen resource in Type IIIC basins is small (47 billion barrels of natural bitumen in place in seven basins), as are nearly all bitumen occurrences in comparison with the Western Canada Sedimentary and Eastern Venezuela basins. But the 38.3 billion barrels of natural bitumen in place in the Ghana basin of southwestern Nigeria is exploitable and the amount of the resource may be understated. Like many bitumen deposits it awaits more detailed evaluation.
Type IV. Delta (Tertiary to recent)
Deltas form along continental margins as extensional sags, are circular to elongate, and show an extremely high ratio of sediment fill to surface area. Architecturally, they are modified sags comprised of sediment depocenters and occur along both divergent and convergent cratonic margins. Although by 1980 delta basins provide two and one-half percent of world basin area and perhaps six percent of total oil and gas (Klemme, 1980a (Klemme, , 1980b , they account for more of the conventional resource endowment with the recent successful exploration in frontier deep water areas.
The three Type IV delta basins produce scant heavy oil (37 billion barrels of oil in place) and no natural bitumen. This is related to the extremely high ratio of sediment fill to surface area and that these basins exhibited rapid burial of the source organic matter. Burial is constant and uninterrupted, providing very limited opportunity for degradation of the generated petroleum.
Type V. Fore-Arc Basins
Fore-arc basins are located on the ocean side of volcanic arcs. They result from both extension and compression, are elongate and asymmetrical in profile, and architecturally are the result of subduction. Fore-arc basins are few in number and generally not very productive (Klemme, 1980a (Klemme, , 1980b .
Very small amounts of heavy oil are found in the Barbados basin. Although a natural bitumen deposit is reported in the Shumagin basin, volume estimates are not available.
Essentially no heavy oil or natural bitumen is found in fore-arc basins because these basins do not generate large quantities of petroleum of any type and therefore provide relatively little material to be degraded.
Regional Distribution of Heavy Oil and Natural Bitumen
The preceding discussion has been concerned with the distribution of heavy oil and natural bitumen in the world's geological basins. This is of paramount interest in the exploration for the two commodities and for their exploitation. The chemical and physical attributes of the fluids and the reservoirs which contain them do not respect political boundaries.
At the same time it is necessary to understand the geography of the heavy oil and natural bitumen for both economic and political reasons. These factors will be dealt with in detail in a subsequent report. The bar graphs on Plates 2 and 3 give the regional distribution of total and discovered original oil in-place for heavy oil and natural bitumen, respectively. The distribution of the resources is given in table 8. The western hemisphere accounts for about 52 percent of the world's heavy oil and more than 85 percent of its natural bitumen. The Middle East and South America have the largest in-place volumes of heavy oil, followed by North America. North and South America have, by far, the largest in-place volumes of natural bitumen. Very large resource deposits are also known in eastern Siberia but insufficient data are available to make more than nominal size estimates.
Summary
From the preceding basin discussion, Klemme basin Type IICa is by far the most prolific in terms of heavy oil. For natural bitumen Klemme basin Type IIA and Type IICa are the most prolific. The basin types involved are architecturally analogous, beginning with depositional platforms or sags and ending up as foredeeps. They differ only in their modes of origin. What they have in common is truncation against cratonic masses updip from rich source areas. This situation permitted immense accumulations of conventional oil at shallow depths, with near ideal conditions for oil entrapment and biodegradation resulting in formation of heavy oil and bitumen accumulations. The prospective resources from the prospective additional resource deposits in these basins are larger than the discovered resources of many basin types.
The Klemme basin classification system includes elements of basin development and architecture that control basin type. The observed pattern of the heavy oil and natural bitumen occurrences across basin types is consistent with the formation of heavy oil and natural bitumen through the process of degradation of conventional oil. Only relatively small quantities of heavy oil were found in the Interior Craton (Type I), Deltas (Type IV) and Fore-Arc basins (Type V).
Type IICa basins, including the Arabian, Eastern Venezuela, and Zagros, have the largest endowments of heavy oil and also contain the largest amounts of conventional oil. Large volumes of heavy oil are also found in both Type IICc basins, notably, the Campeche, Tampico, and North Slope basins, and in Type IIIBc basins, primarily Maracaibo basin. For natural bitumen, the Western Canada Sedimentary and Eastern Venezuela basins have similar development histories and basin architectural features. Some basin development patterns promote the formation of greater volumes of heavy oil and natural bitumen than others. This is seen most clearly in present occurrences of heavy oil and natural bitumen in the Type IICa and Type IICc basins, with their rich source areas for oil generation and up-dip migration paths to entrapment against cratons. Conventional oil may easily migrate through the tilted platforms until the platforms are breached at or near surface permitting deveopment of asphaltic seals. Table 2 . Conversion factors and equivalences applied to standardize data. Weight percent weight percent (wt%) parts per million (ppm) = 10,000 ppm 1 Kinematic viscosity is equal to the dynamic viscosity divided by the density of the fluid, so at 10°API the magnitudes of the two viscosities are equal. Table 3 . Total original in place resource calculation protocol when discovered oil in place is unavailable. Table 7 . Attributes of Klemme basin types.
Standard unit in this report

Define-
OOIP
[Sources for attributes 1-15 are Klemme (1980a Klemme ( , 1980b Klemme ( , 1984 3 Depth of production: shallow, 0-6000 ft.; medium, 6000-9000 ft.; deep, >9000 ft.
4 Oil and gas recovery (barrels of oil equivalent per cubic mile of sediment): low, <60,000; average, >=60,000 but <300,000; high, >=300,000.
5 Does not add to 100% in source, Klemme (1980a,b) . Other comments: Three separate outlines for Marathon, Ouachita, and Eastern Overthrust are shown as a common province Marathon/ Ouachita/Eastern Overthrust in the original St John (1996) but only Ouachita Basin had reported volumes of natural bitumen resources.
Deposits reported for Eastern Venezuela basin include deposits on the island of Trinidad, which are a likely extension of the rock formations from the surface expression of the basin outline.
The plates attach the name of Barinas Apure to the polygonal province labeled Llanos de Casanare in St. John (1996) . Barinas Apure is the province name commonly used in Venezuela and Llanos de Casanare is the province name commonly used in Colombia for the same geologic province. 
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